What is claimed: 



1 . A wood garage door comprising: 

(a) a wooden internal frame having a first side and an opposite second side; 

(b) a first wood surface protection layer attached to the first side of the 
internal frame; and 

(c) a second wood surface protection layer attached to the second side of the 
internal frame; 

the garage door constructed and arranged to withstand a 140 mph wind load against the 
first surface. 

2. The garage door according to claim 1 , further comprising a decorative layer 
attached to the second wood surface protection layer opposite the internal frame. 

3. The garage door according to claim 2, wherein: 

(a) the first wood surface protection layer comprises plywood; 

(b) the second wood surface protection layer comprises plywood; and 

(c) the decorative layer comprises boards. 

4. The garage door according to claim 3, wherein: 

(a) the first wood surface protection layer comprises 1/4 inch plywood; 

(b) the second wood surface protection layer comprises 1/4 inch plywood; and 

(c) the decorative layer comprises tongue and groove boards. 

5. The garage door according to claim 1 , comprising at least three panels hingedly 
connected together, each panel comprising: 

(a) a wooden internal frame having a first side and an opposite second side; 

(b) a first wood surface protection layer attached to the first side of the 
internal frame; and 

(c) a second wood surface protection layer attached to the second side of the 
internal frame. 
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6. The garage door according to claim 5, further comprising a panel having at least 
one window therein. 

7. A wood garage door comprising: 

(a) a wooden internal frame having a first side and an opposite second side; 

(b) a first wood surface protection layer attached to the first side of the 
internal frame; and 

(c) a second wood surface protection layer attached to the second side of the 
internal frame; 

the garage door constructed and arranged to withstand pressure of +48 psf and -65 psf. 

8. The garage door according to claim 7, further comprising a decorative layer 
attached to the second wood surface protection layer opposite the internal frame. 

9. The garage door according to claim 8, wherein: 

(a) the first wood surface protection layer comprises plywood; 

(b) the second wood surface protection layer comprises plywood; and 

(c) the decorative layer comprises boards. 

1 0. The garage door according to claim 9, wherein: 

(a) the first wood surface protection layer comprises 1/4 inch plywood; 

(b) the second wood surface protection layer comprises 1/4 inch plywood; and 

(c) the decorative layer comprises tongue and groove boards. 

11. The garage door according to claim 7, comprising at least three panels hingedly 
connected together, each panel comprising: 

(a) a wooden internal frame having a first side and an opposite second side; 

(b) a first wood surface protection layer attached to the first side of the 
internal frame; and 
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(c) a second wood surface protection layer attached to the second side of the 
internal frame. 

12. The garage door according to claim 1 1 , further comprising a panel having at least 
one window therein. 

13. A wood garage door assembly comprising: 

(a) a wooden garage door comprising: 

(i) a wooden internal frame having a first side and an opposite second 

side; 

(ii) a first wood surface protection layer attached to the first side of the 
internal frame; and 

(ii) a second wood surface protection layer attached to the section side 
of the internal frame; 

(b) force transmitting arrangement connected to the wooden garage door, the 
arrangement comprising: 

(i) a plurality of roller members, a pair of roller member attached at 
each of the frame first side and the frame second side; and 

(ii) a track for receiving at least a portion of the roller members; 
the garage door assembly constructed and arranged to withstand a 140 mph wind load 
against the first surface. 

14. The garage door assembly according to claim 13, wherein the track comprises: 

(a) a jamb mount; 

(b) a plurality of mounting brackets; and 

(c) an elongate channel for receiving at least a portion of the roller members. 

15. The garage door assembly according to claim 14, wherein the mounting brackets 
are gusseted mounting brackets. 
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16. The garage door assembly according to claim 13, wherein the garage door further 
comprises a decorative layer attached to the second wood surface protection layer 
opposite the internal frame. 



17. A wood garage door assembly comprising: 

(a) a wooden garage door comprising: 

(i) a wooden internal frame having a first side and an opposite second 

side; 

(ii) a first wood surface protection layer attached to the first side of the 
internal frame; and 

(ii) a second wood surface protection layer attached to the section side 
of the internal frame; 

(b) force transmitting arrangement connected to the wooden garage door, the 
arrangement comprising: 

(i) a plurality of roller members, a pair of roller member attached at 
each of the frame first side and the frame second side; and 

(ii) a track for receiving at least a portion of the roller members; 

the garage door assembly constructed and arranged to withstand pressure of +48 psf and - 
65 psf. 

18. The garage door assembly according to claim 17, wherein the track comprises: 

(a) a jamb mount; 

(b) a plurality of mounting brackets; and 

(c) an elongate channel for receiving at least a portion of the roller members. 

19. The garage door assembly according to claim 1 8, wherein the mounting brackets 
are gusseted mounting brackets. 

20. The garage door assembly according to claim 1 7, wherein the garage door further 
comprises a decorative layer attached to the second wood surface protection layer 
opposite the internal frame. 
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A wood garage door comprising: 

(a) at least two panel sections, each panel section having a top edge, a bottom 
edge, and first and second side edges, each panel section comprising: 

(i) an internal frame having a first side and an opposite second side; 

(ii) a first wood surface protection layer attached to the first side of the 
internal frame; 

(iii) a second wood surface protection layer attached to the second side 
of the internal frame; 

(iv) a decorative layer attached to the second wood surface protection 
layer opposite the internal frame; 

the at least two panel sections hingedly connected together by at least five 
hinges, two of the hinges positioned at the first side edge and having a 
roller passage, two of the hinges positioned at the second side edge and 
having a roller passage, and a fifth hinge positioned between the first side 
edge and the second side edge; and 

at least two rollers, a first roller positioned at the first side edge and having 
a shaft positioned within the hinge roller passage, and a second roller 
positioned at the second side edge and having a shaft positioned within the 
hinge roller passage; 



(b) 



(c) 
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